
Introducing the Canon VB-C10 and VB-C10R, the all-in-one answer to live, interactive imaging. Thanks to a built-in network server, they
can be connected to the Internet or your LAN in an instant. When connected, viewers can remotely control the camera’s pan, tilt and zoom
functions. Administrators have the ability to customize camera control and image quality through a wide variety of software features. 

The VB-C10R is designed
for ceiling mounting.

▲ 

The Complete Solution for 
Video Monitoring and Webcasting

With a few easy steps, get connected in
minutes. Configuration is simple and easily
managed through your Web browser. You have
access to a variety of settings: camera
restrictions, preset viewing angles, image
capture schedules, and more. 

Versatile Features

Easy to Install and Manage

■ Built-in Web server and FTP server 
■ Transmit video to up to 20 clients

simultaneously
■ Panorama creation tool and 8 preset angles

for quick camera control
■ Restrict zoom range and camera angles 
■ Image capture and storage capabilities,

either schedule-based or sensor-activated 
■ Automatically retrieve captured images

stored in the VB-C10/VB-C10R with included
software

■ Management tool with advanced controls

The VB-C10 and the VB-C10R feature a high-
precision 16X optical zoom lens and
sophisticated pan, tilt, and zoom control. Live
images can be transmitted smoothly up to 30
frames per second. For added flexibility, three
video image sizes and five quality settings are
included.

High Image Quality




